HDT

HD Temperature Measurement Camera for Burner Zones & Coolers




HD Temperature Measurement Camera for Burner Zones & Coolers

Resolution 1280 x 720 (HD) Progressive Scan ThermaScope HDT comes with dedicated ThermaScope Multi-View™
Dynamic range >115db software. For full software details, please refer to the ThermaScope
Response 5.48 V/lux-sec Multi-View™ brochure.
Temp Range 700-1,800°C
Frame Rate 60Hz
Spectral response to 1.05um Operating Temperature Range Standard -20°C to +70°C
Aperture Control Automatic BS EN 60068-2-1/2
Size Camera Unit 226mm x 300mm x 1200mm
(WxHxD)
Weight 16.5kg
Fixed focus 0.2m - infinty
Aperture fl2.4

4-20mA analogue output

OPC (Microsoft OLE for process control) interface
Remote support facility

Fallback carriage arrester mechanism

Diagonal: 95.5° Horizontal: 87.7° Vertical: 56.7°

Stainless Steel Protective Cover

Camera Sleeve
Tube 4
Diameter

40mm :
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Camera
Tube Length
520mm

ThermaScope HD
Receiver Unit

ThermaScope Power, Comms
and Air Unit

Fibre Optic Cable (up to 2km)

Control Room PC

For full specification, please request the Technical Document for this product

All trademarks acknowledged.

ThermaScope® is a registered trademark of Thermoteknix Systems Ltd.

Thermoteknix Systems Ltd pursues a policy of ongoing product development and specifications are subject to change.
ThermaScope® is designed and manufactured in the UK.
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